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TOXIC MATERIALS AND HANDLING 

 

Material that is contaminated with oil or grease or any other potentially acid or toxic 

matter, as determined by testing, will be placed against the highwall and covered with a 

min of 4 ft of non-acid and non-toxic forming fill material and reclaimed.  Interim 

isolation of such material will be by use of berms created by a backhoe or loader. 

 

 Acid and toxic forming coal mine waste and material contaminated with coal, will 

be placed against the highwall and buried beneath a min of 4 ft of non-acid and non-toxic 

forming fill material during reclamation.  See R645-301-540. 

 

POTENTIAL HAZARDOUS WASTES 

 

The following list includes the products which are used or may be used within the mine 

permit area, that are capable of producing hazardous wastes; 

 

 Diesel Fuel Gasoline  Coal Oil 

 Carburetor  Engine  Windshield  
 Cleaners Degreaser Washer Fluid 
 
 Lead Acid  Blasting Solvents (Flash- 
 Batteries  Products  point < 140ºF) 
 
 Paints  Thinners Dicers 
 
 Hydraulic Oil 
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 These products will be consumed in use or recycled to the extent possible to avoid 

costly disposal and company liability.  Any of these or other materials that become 

potentially hazardous and their containers will be disposed of in the proper manner, at an 

approved disposal site. 
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